


Simple mounting system. 360 DRAG CHAINs 
mount using the closing-wheel hub bolt. This 
mounting location provides added width and 
minimizes the overall bracket length.

Wider coverage. 360 BANDIT places 
nitrogen in a band, three inches from the 
seed trench. The 360 DRAG CHAIN covers 
an eight-inch swath. That extra width 
ensures that the nitrogen slot is sealed 
and the seed trench is leveled.

ELIMINATE CHAINS CATCHING ON SPIKE WHEELS

For many, the primary complaint on drag chains is that they can catch on spike 
wheels. The bracket design on the 360 DRAG CHAIN eliminates this risk. The 
extension bracket moves the chain away from the spikes. The pivoting bracket 
provides flexibility for the chain to float. As the chain moves up, the bracket 
widens and the chain tightens - preventing the chain from catching on the spikes.

WORKS WITH MOST STYLES OF CLOSING 

WHEELS

360 DRAG CHAINs are designed for John Deere, Kinze, White and Harvest 
International planter row units and work with most closing wheels including:
• Rubber
• Cast
• Spike 
• Schlagel
• Copperhead

Each 360 DRAG CHAIN kit comes with a base 
and extension bracket. Use the base bracket 
for rubber and cast wheels. For spike closing 
wheels and other “paddle” types of wheels, 
use the extension bracket.


